Operating Mass

Max. Drawhar Pull

BULL DOZER EQUIPMENT
Blade Type

Length (1)

Height {h)

TRAVEL SPEEDS

Mo of Travel Speeds

Speed (FR]

POWER TRAIN

Main clutchTorqua converter & bypa

Traremission-hake
Steering Clutch
Braks

Final Drive

UNDER CARRIAGE

Track Gauge
(Ground Pressure
Shoe Width

Fuel Tank Capacity

DIMENSIONS
Owerall length
Civerall width
Civerall height

BD3 - Engine
et Power
Operating Weight : 6150 kg

herpm (BW)
kg
kg

mm

kmiph

mmm
kglern?
mm
Hrs

mm

- KOEL - 481040
: 66 hp (40 kWD 2200 rpm  No.of Speeds - IFIR

BEML { CLMMINS{India)
BSAD105 | N4D5-C:
80M750 (67)

14,000

10,340

Angle & Tilting
3350
855

4Fi3R
2594/32-80

Wet double disc with
inertia Brake Main Cluich

BEML, Direct Drive

Dry Multiple Dizc

DOry Contracting Band

Spur Gear Double Reduction

1600
0.65

240

BEML BEML
B&0125-1 BEO 251
165118350 [123) 1B0MS50 (134)
16,770 17,100
28,000° 5,500

Angle Dozer Angle Dozer
2870 3970

1050 1150

IFAR 3FER

3.9-10.905.0-13.7

3 Element, Single Siage

Single Phase, Power Shift  Single Phase, Pawer Shift
BEML BEML

‘Wt Mulile Disc

Wet Conbracting Band

1880 168D
0.62 0.60
S10 560

320 320

5360 5360
3470 3T
3020 S020

Drawbar Pl : T0M0kg

BladefAngle Dozer] : 2415745 mm (i)

41-1.48/52-14.4

3 Element, Single Stage

Wet, Multiple Dise
Wed Contracting Band
Spur Gear Double Reducion  Spur Gear Double Reductian

CUMMINS (india) { BEML
N-743-C | BSBD125-1
18011850 (134)

21,550

19,600

Angle Dozer
4260
1080

GFi4R
24-1003.1-8.6

Wel rultiple disc with inestia
brake, Man Clitch

BEML, Direct drive Constant Mesh
Wel Multipe Disc

Wet Contraciing Bard

Spur Gear Double Reduction

2000
0.61
560
420

3880
4260
3060

* Lisable draw bar pull depends upon traction and waight of equipped tractor.






